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1 Subject to the condition that no harmful 
interference is caused to the reception of 
standard broadcasting stations.

2 Subject to the condition that no harmful 
interference is caused to stations in the 
broadcasting service.

3 Subject to the condition that no harmful 
interference is caused to stations operating 
in accordance with the Table of Frequency 
Allocations set forth in Part 2 of the Com-
mission’s Rules and Regulations. Applica-
tions for licenses to use frequencies in this 
group must include statements showing 
what procedures will be taken to insure that 
interference will not be caused to stations in 
the Industrial/Business Pool.

4 Operation on the frequencies 166.25 MHz 
and 170.15 MHz is not authorized (i) within 
the area bounded on the west by the Mis-
sissippi River, on the north by the parallel of 
latitude 37°30′ N., and on the east and south 
by the arc of the circle with center at 
Springfield, Ill., and radius equal to the air-
line distance between Springfield, Ill., and 
Montgomery, Alabama, subtended between 
the foregoing west and north boundaries; (ii) 
within 241.4 kilometers (150 miles) of New 
York City; and (iii) in Alaska or outside the 
continental United States; and is subject to 
the condition that no harmful interference is 
caused to government radio stations in the 
band 162–174 MHz.

Operational communications. Commu-
nications concerning the technical and 
programming operation of a broadcast 
station and its auxiliaries. 

Remote control operation. Operation of 
a base station by a properly designated 
person on duty at a control position 
from which the transmitter is not visi-
ble but that position is equipped with 
suitable controls so that essential 
functions can be performed therefrom. 

Remote pickup broadcast base station. 
A remote pickup broadcast station au-
thorized for operation at a specified lo-
cation. 

Remote pickup broadcast mobile station. 
A remote pickup broadcast station au-
thorized for use while in motion or dur-
ing halts at unspecified locations. (As 
used in this subpart, mobile stations 
include hand-carried, pack-carried and 
other portable transmitters.) 

Remote pickup broadcast stations. A 
term used in this subpart to include 
both remote pickup broadcast base sta-
tions and remote pickup broadcast mo-
bile stations. 

Remote pickup mobile repeater unit. A 
vehicular receiver-transmitter repeater 
used to provide extended communica-
tions range for a low-power hand-car-
ried or pack-carried transmitter. 

Station. As used in this subpart, each 
remote pickup broadcast transmitter, 
and its associated accessory equipment 
necessary to the radio communication 
function, constitutes a separate sta-
tion. 

Studio. Any room or series of rooms 
equipped for the regular production of 
broadcast programs of various kinds. A 
broadcasting booth at a stadium, con-
vention hall, church, or other similar 
place is not considered to be a studio. 

Systems. A complete remote pickup 
broadcast facility consisting of one or 
more mobile stations and/or one or 
more base stations authorized pursuant 
to a single license. 

[41 FR 29686, July 19, 1976, as amended at 42 
FR 14728, Mar. 16, 1977; 47 FR 28388, June 30, 
1982; 47 FR 54448, Dec. 3, 1982; 51 FR 4601, Feb. 
6, 1986]

§ 74.402 Frequency assignment. 
(a) The following frequencies may be 

assigned for use by remote broadcast 
pickup stations and broadcast net-
work-entities. Frequencies between 

450.025–450.975 and 455.025–455.975 MHz 
may also be assigned for use by cable 
network-entities. 

(1) Group A (kHz): 1606, 1 1622, 1646.
(2) Group D (MHz): 25.87, 2 26.15, 26.25, 

26.35.
Group E (MHz): 25.91, 2 26.17, 26.27, 

26.37. 
Group F (MHz): 25.95; 2 26.19; 26.29; 

26.39. 
Group G (MHz): 25.99; 2 26.21; 26.31; 

26.41. 
Group H (MHz): 26.03; 2 26.23; 26.33; 

26.43. 
(3) Group I (MHz): 26.07; 2 26.11; 26.45. 
Group J (MHz): 26.09; 2 26.13; 26.47. 
(4) Group K 8

1 (MHz): 152.87 3, 152.93 3, 
152.99 3, 153.05 3, 153.11 3, 153.17 3, 153.23 3, 
153.29 3, 153.35 3.

Group K 8
2 (MHz): 161.64 5 ; 161.67 5; 

161.70 5 ; 161.73 5 ; 161.76 5.
(5) Group L (MHz): 166.25 4. 
Group M (MHz): 170.15 4. 
(6) Group N1 (MHz): 450.050; 450.150; 

450.250; 450.350; 450.450; 450.550; 455.050; 
455.150; 455.250; 455.350; 455.450; 455.550. 

Group N2 (MHz): 450.0875; 450.1125; 
450.1875; 450.2125; 450.2875; 450.3125; 
450.3875; 450.4125; 450.4875; 450.5125; 
450.5875; 450.6125; 455.0875; 455.1125;
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5 These frequencies may not be used by re-
mote pickup stations in Puerto Rico or the 
Virgin Islands. In other areas, certain exist-
ing stations in the Public Safety Pool and 
Industrial/Business Pool have been permitted 
to continue operation on these frequencies 
on condition that no harmful interference is 
caused to remote pickup broadcast stations.

6 The use of these frequencies is limited to 
operational communications, including 
tones for signalling and for remote control 
and automatic transmission system control 
and telemetry.

455.1875; 455.2125; 455.2875; 455.3125; 
455.3875; 455.4125; 455.4875; 455.5125; 
455.5875; 455.6125. 

(7) Group P (MHz): 450.01 6, 450.02; 6 
450.98; 6 450.99; 6 455.01; 6 455.02; 6 455.98; 6 
455.99. 6.

(8) Group R (MHz): 450.650, 450.700, 
450.750, 450.800, 450.850, 455.650, 455.700, 
455.750, 455.800, 455.850. 

Group S (MHz): 450.925, 455.925. 
(b) The following frequencies are al-

located for assignment to remote pick-
up broadcast stations in Puerto Rico 
and the Virgin Islands only: 

160.89 MHz, 160.95 MHz, 160.01 MHz, 
161.07 MHz, 161.13 MHz, 161.19 MHz, 
161.25 MHz, 161.31 MHz, 161.37 MHz.

NOTE: These frequencies are shared with 
the Industrial/Business Pool.

(c) For licensing purposes, a single 
system will consist of transmitters au-
thorized to use the following combina-
tions of frequency groups in a single 
area: 

(1) Group A. 
(2) One group from Groups D, E, F, G, 

or H; and/or either I or J. 
(3) Groups K1 and K2, and/or either L 

or M. 
(4) Groups N1 and R. 
(5) Group N2. 
(6) Group P. 
(7) Group S. 
(d) License applicants shall request 

assignment of only those frequencies, 
both in number and channel band-
width, necessary for satisfactory oper-
ation. A licensee may operate a remote 
pickup broadcast system only if the 
system is equipped to operate on all as-
signed frequencies. It is not necessary 
that each transmitter within a system 
be equipped to operate on all author-
ized system frequencies. 

(e) Remote pickup broadcast stations 
or systems will not be granted exclu-

sive frequency assignments. The same 
frequency or frequencies may be as-
signed to other licensees in the same 
area. Applicants for licenses should se-
lect the frequencies closest to the 
lower band edges within a group that 
will meet operational requirements to 
promote the orderly and efficient use 
of the allocated frequencies. 

(Sec. 5, 48 Stat. 1068; 47 U.S.C. 155) 

[41 FR 29686, July 19, 1976, as amended at 42 
FR 2070, Jan. 10, 1977; 42 FR 14728, Mar. 16, 
1977; 43 FR 14661, Apr. 7, 1978; 44 FR 65765, 
Nov. 15, 1979; 47 FR 24580, June 7, 1982; 50 FR 
9036. Mar. 6, 1985; 50 FR 23709, June 5, 1985; 51 
FR 4601, Feb. 6, 1986; 62 FR 18844, Apr. 17, 
1997] 

EFFECTIVE DATE NOTE: At 49 FR 45158, Nov. 
15, 1984, § 74.402 was revised in its entirety. 
However, the effective date for this revision 
is still pending. For the convenience of the 
user, the revised version of § 74.402 is set 
forth below:

§ 74.402 Authorized frequencies. 
Operation on all channels listed in this sec-

tion (except: 26.07, 26.11, 26.45, 450.01, 450.02, 
450.98, 450.99, 455.01, 455.02, 455.98, 455.99 MHz) 
shall be in accordance with the ‘‘priority of 
use’’ provisions in § 74.403(b). The channel 
will be assigned by its center frequency, 
channel bandwidth, and emission designator. 
The frequencies listed in this section rep-
resent the center of the channel or channel 
segment. 

(a) The following channels (except 1606, 
1622, and 1646 kHz) may be assigned for us by 
broadcast remote pickup stations using any 
emission (other than single sideband or 
pulse) that will be in accordance with the 
provisions of § 74.462. The channels 1606, 1622, 
and 1646 kHz are limited to A3E emission. 

(1) MF Channels: 1606, 1622, and 1646 kHz; 
Maximum authorized channel bandwidth: 10 
kHz; The channel 1606 kHz is subject to the 
condition listed in subparagraph (e)(1) of this 
Section. 

(2) HF Channels: 25.87, 25.91, 25.95, 25.99, 
26.03, 26.07, 26.09, 2.611, 26.13, 26.15, 26.17, 26.21, 
26.23, 26.25, 26.27, 26.29, 26.31, 26.33, 26.35, 26.37, 
26.39, 26.41, 26.43, 26.45, and 26.47 MHz; Max-
imum authorized channel bandwidth: 20 kHz, 
except the channels 25.87–26.03 MHz are 40 
kHz; The channels 25.87–26.09 MHz are subject 
to the condition listed in subparagraph (e)(2) 
of this Section. 

(3) VHF Channels: 166.25 and 170.15 MHz; 
Maximum authorized channel bandwidth: 25 
kHz; These channels are subject to the condi-
tion listed in subparagraph (e)(8) of this Sec-
tion. 

(4) UHF Channels: 450.01, 450.02, 450.98, 
450.99, 455.01, 455.02, 455.98, 455.99 MHz; Max-
imum authorized channel bandwidth: 10 kHz;
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These channels are subject to the condition 
listed in subparagraph (e)(9) of this Section. 

(b) One or more of the following 5 kHz seg-
ments my be stacked to form a channel 
which may be assigned for use by broadcast 
remote pickup stations using any emission 
contained within the resultant channel in 
accordance with the provisions of § 74.462. 

(1) VHF segments: 152.8575, 152.8625, 
152.8675, 152.8725, 152.8775, 152.8825, 152.9175, 
152.9225, 152.9275, 152.9325, 152.9375, 152.9425, 
152.9775, 152.9825, 152.9875, 152.9925, 152.9975, 
153.0025, 153.0375, 153.0425, 153.0475, 153.0525, 
153.0575, 153.0625, 153.0975, 153.1025, 153.1075, 
153.1125, 153.1175, 153.1225, 153.1575, 153.1625, 
153.1675, 153.1725, 153.1775, 153.1825, 153.2175, 
153.2225, 153.2275, 153.2325, 153.2375, 153.2425, 
153.2775, 153.2825, 153.2875, 153.2925, 153.2975, 
153.3025, 153.3375, 153.3425, 153.3475, 153.3525, 
153.3575, and 153.362 MHz; Maximum author-
ized channel bandwidth: 30 kHz; These chan-
nels are subject to the conditions listed in 
paragraphs (e) (3), (4), and (5) of this section. 

(2) VHF segments: 160.8625, 160.8675, 
160.8725, 160.8775, 160.8825, 160.8875, 160.8925, 
160.8975, 160.9025, 160.9075, 160.9125, 160.9175, 
160.9225, 160.9275, 160.9325, 160.9375, 160.9425, 
160.9475, 160.9525, 160.9575, 160.9625, 160.9675, 
160.9725, 160.9775, 160.9825, 160.9875, 160.9925, 
160.9975, 161.0025, 161.0075, 161.0125, 161.0175, 
161.0225, 161.0275, 161.0325, 161.0375, 161.0425, 
161.0475, 161.0525, 161.0575, 161.0625, 161.0675, 
161.0725, 161.0775, 161.0825, 161.0875, 161.0925, 
161.0975, 161.1025, 161.1075, 161.1125, 161.1175, 
161.1225, 161.1275, 161.1325, 161.1375, 161.1425, 
161.1475, 161.1525, 161.1575, 161.1625, 161.1675, 
161.1725, 161.1775, 161.1825, 161.1875, 161.1925, 
161.1975, 161.2025, 161.2075, 161.2125, 161.2175, 
161.2225, 161.2275, 161.2325, 161.2375, 161.2425, 
161.2475, 161.2525, 161.2575, 161.2625, 161.2675, 
161.2725, 161.2775, 161.2825, 161.2875, 161.2925, 
161.2975, 161.3025, 161.3075, 161.3125, 161.3175, 
161.3225, 161.3275, 161.3325, 161.3375, 161.3425, 
161.3475, 161.3525, 161.3575, 161.3625, 161.3675, 
161.3725, 161.3775, 161.3825, 161.3875, 161.3925, 
and 161.3975 MHz; Maximum authorized chan-
nel bandwidth: 30 kHz; These channels are 
subject to the condition listed in paragraph 
(e)(6) of this section. 

(3) VHF segments: 161.6275, 161.6325, 
161.6375, 161.6425, 161.6475, 161.6525, 161.6575, 
161.6625, 161.6675, 161.6725, 161.6775, 161.6825, 
161.6875, 161.6925, 161.6975, 161.7025, 161.7075, 
161.7125, 161.7175, 161.7225, 161.7275, 161.7325, 
161.7375, 161.7425, 161.7475, 161.7525, 161.7575, 
161.7625, 161.7675, and 161.7725 MHz; Maximum 
authorized channel bandwidth: 30 kHz; These 
channels are subject to the conditions listed 
in paragraphs (e) (4) and (7) of this section. 

(4) UHF segments: 450.0275, 450.0325, 
450.0375, 450.0425, 450.0475, 450.0525, 450.0575, 
450.0625, 450.0675, 450.0725, 450.0775, 450.0825, 
450.0875, 450.0925, 450.0975, 450.1025, 450.1075, 
450.1125, 450.1175, 450.1225, 450.1275, 450.1325, 
450.1375, 450.1425, 450.1475, 450.1525, 450.1575, 
450.1625, 450.1675, 450.1725, 450.1775, 450.1825, 
450.1875, 450.1925, 450.1975, 450.2025, 450.2075, 

450.2125, 450.2175, 450.2225, 450.2275, 450.2325, 
450.2375, 450.2425, 450.2475, 450.2525, 450.2575, 
450.2625, 450.2675, 450.2725, 450.2775, 450.2825, 
450.2875, 450.2925, 450.2975, 450.3025, 450.3075, 
450.3125, 450.3175, 450.3225, 450.3275, 450.3325, 
450.3375, 450.3425, 450.3475, 450.3525, 450.3575, 
450.3625, 450.3675, 450.3725, 450.3775, 450.3825, 
450.3875, 450.3925, 450.3975, 450.4025, 450.4075, 
450.4125, 450.4175, 450.4225, 450.4275, 
450.4325,450.4375, 450.4425, 450.4475, 450.4525, 
450.4575, 450.4625, 450.4675, 450.4725, 450.4775, 
450.4825, 450.4875, 450.4925, 450.4975, 450.5025, 
450.5075, 450.5125, 450.5175, 450.5225, 450.5275, 
450.5325, 450.5375, 450.5425, 450.5475, 450.5525, 
450.5575, 450.5625, 450.5675, 450.5725, 450.5775, 
450.5825, 450.5875, 450.5925, 450.5975, 450.6025, 
450.6075, 450.6125, 450.6175, 450.6225, 455.0275, 
455.0325, 455.0375, 455.0425, 455.0475, 455.0525, 
455.0575, 455.0625, 455.0675, 455.0725, 455.0775, 
455.0825, 455.0875, 455.0925, 455.0975, 455.1025, 
455.1075, 455.1125, 455.1175, 455.1225, 455.1275, 
455.1325, 455.1375, 455.1425, 455.1475, 455.1525, 
455.1575, 455.1625, 455.1675, 455.1725, 455.1775, 
455.1825, 455.1875, 455.1925, 455.1975, 455.2025, 
455.2075, 455.2125, 455.2175, 455.2225, 455.2275, 
455.2325, 455.2375, 455.2425, 455.2475, 455.2525, 
455.2575, 455.2625, 455.2675, 455.2725, 455.2775, 
455.2825, 455.2875, 455.2925, 455.2975, 455.3025, 
455.3075, 455.3125, 455.3175, 455.3225, 455.3275, 
455.3325, 455.3375, 455.3425, 455.3475, 455.3525, 
455.3575, 455.3625, 455.3675, 455.3725, 455.3775, 
455.3825, 455.3875, 455.3925, 455.3975, 455.4025, 
455.4075, 455.4125, 455.4175, 455.4225, 455.4275, 
455.4325, 455.4375, 455.4425, 455.4475, 455.4525, 
455.4575, 455.4625, 455.4675, 455.4725, 455.4775, 
455.4825, 455.4875, 455.4925, 455.4975, 455.5025, 
455.5075, 455.5125, 455.5175, 455.5225, 455.5275, 
455.5325, 455.5375, 455.5425, 455.5475, 455.5525, 
455.5575, 455.5625, 455.5675,455.5725, 455.5775, 
455.5825, 455.5875, 455.5925, 455.5975, 455.6025, 
455.6075, 455.6125, 455.6175, 455.6225 MHz. Max-
imum authorized channel bandwidth: 50 kHz. 

(c) One or two of the following 25 kHz seg-
ments may be stacked to form a channel 
which may be assigned for use by broadcast 
remote pickup stations using any emission 
contained within the resultant channel in 
accordance with the provisions of § 74.462. 
Users committed to 50 kHz bandwidths and 
transmitting program material will have pri-
mary use of these channels. 

(1) UHF segments: 450.6375, 450.6625, 
450.6875, 450.7125, 450.7375, 450.7625, 450.7875, 
450.8125, 450.8375, 450.8625, 455.6375, 455.6625, 
455.6875, 455.7125, 455.7375, 455.7625, 455.7875, 
455.8125, 455.8375, 455.8625 MHz. Maximum au-
thorized channel bandwidth: 50 kHz. 

(d) One or two of the following 50 kHz seg-
ments may be stacked to form a channel 
which may be assigned for use by broadcast 
remote pickup stations using any emission 
contained within the resultant channel in 
accordance with the provisions of Section 
74.462. Users committed to 100 kHz 
bandwidths and transmitting program mate-
rial will have primary use of these channels.
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(1) UHF segments: 450.900, 450.950, 455.900, 
and 455.950 MHz; Maximum authorized chan-
nel bandwidth: 100 kHz. 

(e) Conditions on Broadcast Remote Pick-
up Service channel usage as referred to in 
subparagraphs (a) through (d) above: 

(1) Operation is subject to the condition 
that no harmful interference is caused to the 
reception of AM broadcast stations. 

(2) Operation is subject to the condition 
that no harmful interference is caused to 
stations in the broadcast service. 

(3) Operation is subject to the condition 
that no harmful interference is caused to 
stations operating in accordance with the 
Table of Frequency Allocations set forth in 
Part 2 of the Commission’s Rules and Regu-
lations. Applications for licenses to use fre-
quencies in this band must include state-
ments showing what procedures will be 
taken to ensure that interference will not be 
caused to stations in the Industrial Radio 
Services. 

(4) These frequencies will not be licensed 
to network entities. 

(5) These frequencies will not be authorized 
to new stations for use on board aircraft. 

(6) These frequencies are allocated for as-
signment to broadcast remote pickup sta-
tions in Puerto Rico or the Virgin Islands 
only.

NOTE: These frequencies are shared with 
Public Safety and Land Transportation 
Radio Services.

(7) These frequencies may not be used by 
broadcast remote pickup stations in Puerto 
Rico or the Virgin Islands. In other areas, 
certain existing stations in the Public Safety 
and Land Transportation Radio Services 
have been permitted to continue operation 
on these frequencies on condition that no 
harmful interference is caused to broadcast 
remote pickup stations. 

(8) Operation on the frequencies 166.25 MHz 
and 170.15 MHz is not authorized: (i) Within 
the area bounded on the west by the Mis-
sissippi River, on the north by the parallel of 
latitude 37 degrees 30 minutes N., and radius 
equal to the air-line distance between 
Springfield, Ill., and Montgomery, Alabama, 
subtended between the foregoing west and 
north boundaries; (ii) Within 150 miles (241 
KM) of New York City; and, (iii) In Alaska or 
outside the continental United States; and is 
subject to the condition that no harmful in-
terference is caused radio stations in the 
band 162–174 MHz. 

(9) The use of these frequencies is limited 
to operational communications, including 
tones for signaling and for remote control 
and automatic transmission system control 
and telemetry. 

(f) License applicants shall request assign-
ment of only those channels, both in number 
and bandwidth, necessary for satisfactory 
operation and for which the system is 

equipped to operate. However, it is not nec-
essary that each transmitter within a sys-
tem be equipped to operate on all frequencies 
authorized to that licensee. 

(g) Remote pickup stations or systems will 
not be granted exclusive channel assign-
ments. The same channel or channels may be 
assigned to other licensees in the same area. 
When such sharing is necessary, the provi-
sions of § 74.403 shall apply. 

(h) Each authorization for a new broadcast 
remote pickup station or system shall re-
quire the use of type accepted equipment. 

[49 FR 45158, Nov. 15, 1984, as amended at 51 
FR 32089, Sept. 9, 1986]

§ 74.403 Frequency selection to avoid 
interference. 

(a) Where two or more remote pickup 
broadcast station licensees are author-
ized to operate on the same frequency 
or group of frequencies in the same 
area and when simultaneous operation 
is contemplated, the licensees shall en-
deavor to select frequencies or sched-
ule operation in such manner as to 
avoid mutual interference. If mutual 
agreement to this effect cannot be 
reached the Commission shall be noti-
fied and it will specify the frequency or 
frequencies on which each station is to 
be operated. 

(b) The following order of priority of 
transmissions shall be observed on all 
frequencies except those listed in 
§ 74.402 (a)(3), (a)(7) and (a)(8): 

(1) Communications during an emer-
gency or pending emergency directly 
related to the safety of life and prop-
erty. 

(2) Program material to be broadcast. 
(3) Cues, orders, and other related 

communications immediately nec-
essary to the accomplishment of a 
broadcast. 

(4) Operational communications. 
(5) Tests or drills to check the per-

formance of stand-by or emergency cir-
cuits.

§ 74.431 Special rules applicable to re-
mote pickup stations. 

(a) Remote pickup mobile stations 
may be used for the transmission of 
material from the scene of events 
which occur outside the studio back to 
studio or production center. The trans-
mitted material shall be intended for 
the licensee’s own use and may be 
made available for use by any other 
broadcast station or cable system.
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